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TIPS X, 
'E X. 


1/2" THICK gyPSUM WALLBGARB, 
1/2" THICK GYPSUM WALLBOA1D, 
1/2" THICK GfPSUM WALLBGARB, 


NOTCH GYPSUM WALLBOARD AROUNP FRA!UNG PENETRATIONS AND PAl 

FILL ALL VOIDS CONTINUOUSLY AS SE0HH WITH CGMPHE! 
ERAL FIBER (THERMAFI8ER) • SEE NOTE 7 DRAHXSTG A-l * 
TAPE AND SPACKLE ALL JOINTS, TYPICAL. 
STAGGER 9 LAP SB GYPSUM WALLBQAKB JOINTS, 12 ! 
REPLACE ALL REMOVED FIRg~PRQ0FlNG . 
2h" 25 GAUGE METAL CHANNEL STUBS AS S3 
W 25 \3MJGE METAL CHANNEL STUBS 24" G.C. 
2*s" 25 GAUGE METAL CHANNEL STUBS 16" Q.C. 
2V* 25 GAUGE METAL CHANNEL STUBS 12" 0.C. 
2V 25 GAUGE METAL CHANNEL RUNNERS , FAST® 
FRAMING 12" O.C. OR TO TRUSSES AT 48" O.C* MAX. 
2%" 25 GAUGE METAL CHANNEL RUNNERS, FASTEN TO FLOOR SLAB, 
24" O.C. SEE NOTE (78) . 

2V f 25 GAUGE METAL CHANNEL RUNNER SECURED TO EXISTING 

CHANNEL HEAD, FASTEN 12" O.C. OR AS SHOWN, 

3 5/8" 25 GAUGE METAL CHANNrX RUNNERS, FASTEN TO EXISTING 

FRAMING AT 16" O.C, 

1/2" x 5/8" ANGLE TRIM, 25 GAUGE. 

1/2" x 5/8" ANGLES, 2 EA. 25 GAUGE, BACK TO BACK ALL ABOUND, 
SECURE AS SHOOT!. 

3¥' 25 GAUGE METAL CHANNEL RUNNERS , FASTEN TO EXISTING FEAMU 
BEFORE INSTALLING CHANNEL STUBS WRAP TOP AMD BOTTOM OF STUDS 
WITH ELECTRICAL TAPE TO ISOLATE METAL FROM METAL. 
PROVIDE "L" SHAPED MOULDING FOR CEILING TILE, BOTH SIB&S. 
CORNER BEADS* 
STUD SHIM* 

STAGGER SELF-TAPPING SCREWS. 


EXISTING 
EXISTING 



fAO\ 


EXISTING METAL DECK 
EXISTING CONCRETE SLAB 
EXISTING SOFFIT a 
EXI3TIN6 CEILING. 
EXISTING FLOOR. 
EXISTING FIRBPRQOFING . 
4" RUBBER BASE. 
VALANCE. 
TRACK. 
HANGER. 
SILENCERS . 
METAL GUIDE 
BATT INSULATION. 


3/16" BENT PLATE SECURE TO SLAB AS SHOWN, LOCATE AT FREE 
ENDS AND 4'-0" O.C. MAX. 

KW700 HEADER, CONTINUOUS WHERE POSSIBLE. 
FOAM FILLER. 

KW700 PANELS, ATTACH TO 2%" METAL STUDS AT 24" O.C 
KWA-700 ALUM CHANNEL CONTINUOUS WHERE POSSIBLE* 
CORNERS. 

SEE DRAWING A-l FOR CLOSET SHELF AND CLOTHES POLE 
SPECIFICATIONS . 
METAL SLIDING DOORS. 
HOLLOW METAL FRAME. 

TEMPERED CLEAR GLASS. 

TEMPERED CLEAR GLASS WITH 14 GAUGE HOLLOW METAL FRAME. , 

SHELF STANDARD WITH BRACKET, FASTEN WITH TOGGLE BOLTS 
n« a n tvta cnmc 

KJ*Xtm JkiUV faTAWW . . 

SHELVES, 3/4" TH, COMPOSITION BOARD, ALL SURFACES OF PLASTIC 
LAMINATE, MAT WHITE* 

CONTINUOUS NEOPRENE TAPE ON MULLION. 

CERAMIC TILE, THIN SET. SEE PLANS FOR SPECIFICATIONS * 
3 PLY MEMBRANE WATER-PROOFING , RETURN UP 4" AT WALLS* 

2" RICH GROUT WITH 6x6xi?10x#lQ W*W.M. 

REMOVE EXISTING CEILING AS REQUIRED TO ALLOW HEN CONSTRUCTION! 
PENETRATION, REPLACE TILES AND EDGE ANGLE AS SHOWN. 
REMOVE AND REPLACE CEILING TILES FOR ACCESS * 

DO NOT FASTEN STUD TO TOP CHANNEL RUNNERS. (IN ALL RATED 
WALLS - DO NOT SECURE GYP . BOARD TO TOP CHANNEL RUNNER) . 
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rms. DRAWING SUBJECT TO CONDITIONS IN CONTRACT. ALL INVENTIONS, IDEAS, 
DESIGNS AND METHODS HEREIN ARE RESERVED TO TORT AUTHORITY AND MAY 
NOT BE USED WITHOUT ITS WRITTEN CONSENT. 
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